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The "User Setting" is used to set some parameters to �t user habits. The working and cutting performance of the machine

are directly related to the material, laser, cutting gas, gas pressure and the parameters setup. up all parameters to a

compressed �le for easy recovery Addeddate Identi�er manualzilla-id Identi�er-ark ark://t1wf4jmOcr tesseract alphag

graphic on the screen, click F4 will center the machine frame on the screen With the Fixed height mode selected, the laser

head will be kept at an user set height while cutting. This document is a user manual for the CypCut laser cutting control

This document is a user manual for the CypCut laser cutting control system version It introduces the basic features and

functions of the software, including importing CypCut User Manual VpdfFree download as PDF File.pdf), Text File.txt) or

read online for free. right down button will open an option box providing detailed setting options where allow users to open

or close graphic absorb function, ruler etc. With the Out-plate mode selected, the laser head will be kept at a pre-de�ned

height and start following down to the sheet when it moves into the range of the sheet while cutting. Please read the

manual carefully before using the controller and relevant devices. The "Backup" is used to back. Please be cautious in

CypCut programmed standard con�guration for YAG, CO2, IPG, Raycus, SPI and many other brand laser, select laser type

and there are different parameter settings under _pdfFree download as PDF File.pdf), Text File.txt) or read online for free.

You can set cutting parameters in the Cut tab in the �eld of medium power �ber laser cutting, it is favored by a large

number of high quality customers. By "File-Report" users can export the processing report, nesting report and production

report. Click F3 will center all. Scroll the mouse on the screen will zoom the view. CypCut laser cutting control system is

software designed for laser Click. FSCUT laser cutting control system is composed of standard accessories as shown below:

Name Model Amount motion-controlled card BMCV If you just want to open an external �le, just click "File-Open".

FacileFacile 560 560 minute(s)minute(s)

Décoration, Énergie, Maison, Sport & Extérieur, Science & BiologieDécoration, Énergie, Maison, Sport & Extérieur, Science & Biologie 640 USD ($)640 USD ($)

 Dif�culté  Durée

 Catégories  Coût
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